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DESIGN  CONCEPT

High-quality nickel-titanium 
alloy material

Unique pre-bend function

MATERIAL  PERFORMANCE

Uniform speed and torque, Do not need to adjust repeatedly.

Heat-activated material, pre-bend, fracture resistance performance 
3-5 times better than traditional nickel-titanium materials.

Design of Balanced cutting edge with circular triangle cross-section 
for reducing the inhalation of instruments during work

Highly adaptive root canal 
shape to maintain the original 
morphology of the root canal

Balanced design in the blade 
to reduce the inhalation during 
work

Leading apical to reduce the 
risk of occuring steps pierce

Highly fatigue resistance, 
reducing the risk of fracture
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SPECIFICATION

               S-BLUE Size/Taper Recommend Speed Recommend Touque

                  B0（starter）              425-500rpm               2.5N.cm

                  B1               425-500rpm 2.5N.cm

                  B2               425-500rpm               2.5N.cm

                  B3

           17#/10

           20#/4

           25#/6

            35#/4               425-500rpm               2.5N.cm

INSTRUCTIONS AND EFFECTS

small canal
（20# / 04）

root canal
（25# / 06）

Thick canal
（35# / 04）

1
Conventional open-crown, finding and dredging 
the root canal with 10 # or 15 # k files;

2
Open the upper section of the root canal with a 
B0 , establish a vertical channel

3 Determine the length of work

4
Using S-Blue work files successively into the 
root canal,  to work length
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